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hill, or other obstruction to view, the
driver shall place the warning signal
required by paragraph (b)(1) of this sec-
tion in the direction of the obstruction
to view a distance of 100 feet to 500 feet
from the stopped commercial motor ve-
hicle so as to afford ample warning to
other users of the highway.

(v) Divided or one-way roads. If a com-
mercial motor vehicle is stopped upon
the traveled portion or the shoulder of
a divided or one-way highway, the driv-
er shall place the warning devices re-
quired by paragraph (b)(1) of this sec-
tion, one warning device at a distance
of 200 feet and one warning device at a
distance of 100 feet in a direction to-
ward approaching traffic in the center
of the lane or shoulder occupied by the
commercial motor vehicle. He/she shall
place one warning device at the traffic
side of the commercial motor vehicle
within 10 feet of the rear of the com-
mercial motor vehicle.

(vi) Leaking, flammable material. If
gasoline or any other flammable liquid,
or combustible liquid or gas seeps or
leaks from a fuel container or a com-
mercial motor vehicle stopped upon a
highway, no emergency warning signal
producing a flame shall be lighted or
placed except at such a distance from
any such liquid or gas as will assure
the prevention of a fire or explosion.

[37 FR 17175, Aug. 25, 1972, as amended at 40
FR 10685, Mar. 7, 1975; 47 FR 47837, Oct. 28,
1982; 48 FR 57139, Dec. 23, 1983; 59 FR 34711,
July 6, 1994; 60 FR 38747, July 28, 1995; 63 FR
33279, June 18, 1998]

§392.24 Emergency signals; flame-pro-
ducing.

No driver shall attach or permit any
person to attach a lighted fusee or
other flame-producing emergency sig-
nal to any part of a commercial motor
vehicle.

[33 FR 19732, Dec. 25, 1968, as amended at 60
FR 38747, July 28, 1995]

§392.25 Flame producing devices.

No driver shall use or permit the use
of any flame-producing emergency sig-
nal for protecting any commercial
motor vehicle transporting Division
1.1, Division 1.2, or Division 1.3 explo-
sives; any cargo tank motor vehicle
used for the transportation of any
Class 3 or Division 2.1, whether loaded

§392.50

or empty; or any commercial motor ve-
hicle using compressed gas as a motor
fuel. In lieu thereof, emergency reflec-
tive triangles, red electric lanterns, or
red emergency reflectors shall be used,
the placement of which shall be in the
same manner as  prescribed in
§392.22(b).

[69 FR 63925, Dec. 12, 1994, as amended at 60
FR 38747, July 28, 1995]

Subpart D—Use of Lighted Lamps
and Reflectors

§§392.30-392.32 [Reserved]

§392.33 Obscured lamps or reflective
devices/material.

(a) No commercial motor vehicle
shall be driven when any of the lamps
or reflective devices/material required
by subpart B of part 393 of this title are
obscured by the tailboard, or by any
part of the load or its covering, by dirt,
or other added vehicle or work equip-
ment or otherwise.

(b) Exception. The conspicuity treat-
ments on the front end protection de-
vices of the trailer may be obscured by
part of the load being transported.

[70 FR 48025, Aug. 15, 2005]

Subpart E—License Revocation;
Duties of Driver

§§392.40-392.41 [Reserved]

Subpart F—Fueling Precautions

§392.50 Ignition of fuel; prevention.

No driver or any employee of a motor
carrier shall:

(a) Fuel a commercial motor vehicle
with the engine running, except when
it is necessary to run the engine to fuel
the commercial motor vehicle;

(b) Smoke or expose any open flame
in the vicinity of a commercial motor
vehicle being fueled;

(c) Fuel a commercial motor vehicle
unless the nozzle of the fuel hose is
continuously in contact with the in-
take pipe of the fuel tank;
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§392.51

(d) Permit, insofar as practicable,
any other person to engage in such ac-
tivities as would be likely to result in
fire or explosion.

[33 FR 19732, Dec. 25, 1968, as amended at 60
FR 38747, July 28, 1995]

§392.51 Reserve fuel; materials of

trade.

Small amounts of fuel for the oper-
ation or maintenance of a commercial
motor vehicle (including its auxiliary
equipment) may be designated as mate-
rials of trade (see 49 CFR 171.8).

(a) The aggregate gross weight of all
materials of trade on a motor vehicle
may not exceed 200 kg (440 pounds).

(b) Packaging for gasoline must be
made of metal or plastic and conform
to requirements of 49 CFR Parts 171,
172, 173, and 178 or requirements of the
Occupational Safety and Health Ad-
ministration contained in 29 CFR
1910.106.

(¢c) For Packing Group II (including
gasoline), Packing Group III (including
aviation fuel and fuel oil), or ORM-D,
the material is limited to 30 kg (66
pounds) or 30 L (8 gallons).

(d) For diesel fuel, the capacity of the
package is limited to 450 L (119 gal-
lons).

(e) A Division 2.1 material in a cyl-
inder is limited to a gross weight of 100
kg (220 pounds). (A Division 2.1 mate-
rial is a flammable gas, including lig-
uefied petroleum gas, butane, propane,
liquefied natural gas, and methane).

[63 FR 33279, June 18, 1998]

§392.52 [Reserved]

Subpart G—Prohibited Practices

§392.60 Unauthorized persons not to
be transported.

(a) Unless specifically authorized in
writing to do so by the motor carrier
under whose authority the commercial
motor vehicle is being operated, no
driver shall transport any person or
permit any person to be transported on
any commercial motor vehicle other
than a bus. When such authorization is
issued, it shall state the name of the
person to be transported, the points
where the transportation is to begin
and end, and the date upon which such

49 CFR Ch. lll (10-1-10 Edition)

authority expires. No written author-
ization, however, shall be necessary for
the transportation of:

(1) Employees or other persons as-
signed to a commercial motor vehicle
by a motor carrier;

(2) Any person transported when aid
is being rendered in case of an accident
or other emergency;

(3) An attendant delegated to care for
livestock.

(b) This section shall not apply to the
operation of commercial motor vehi-
cles controlled and operated by any
farmer and used in the transportation
of agricultural commodities or prod-
ucts thereof from his/her farm or in the
transportation of supplies to his/her
farm.

[60 FR 38747, July 28, 1995]

§392.61 [Reserved]

§392.62 Safe operation, buses.

No person shall drive a bus and a
motor carrier shall not require or per-
mit a person to drive a bus unless—

(a) All standees on the bus are rear-
ward of the standee line or other means
prescribed in §393.90 of this subchapter;

(b) All aisle seats in the bus conform
to the requirements of §393.91 of this
subchapter; and

(c) Baggage or freight on the bus is
stowed and secured in a manner which
assures—

(1) Unrestricted freedom of move-
ment to the driver and his proper oper-
ation of the bus;

(2) Unobstructed access to all exits
by any occupant of the bus; and

(3) Protection of occupants of the bus
against injury resulting from the fall-
ing or displacement of articles trans-
ported in the bus.

[63 FR 33278, June 18, 1998]

§392.63 Towing or pushing loaded
buses.

No disabled bus with passengers
aboard shall be towed or pushed; nor
shall any person use or permit to be
used a bus with passengers aboard for
the purpose of towing or pushing any
disabled motor vehicle, except in such
circumstances where the hazard to pas-
sengers would be increased by observ-
ance of the foregoing provisions of this
section, and then only in traveling to
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